Metal Composite Type Power Inductor
LCMCO0530-C Series
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Dimensions 5.3 MAX 5.6+0.30 3.0 MAX 1.20+0.30 2.00+0.30 2.50 3.00 7.00
Unit : mm
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= Magnetic metal powder power inductor.

= High current, Low DC resistance, High efficiency.

= Low acousic noise and low leakage flux noise.

+ Halogen Free,100% Lead(Pb) Free and RoHS compliant.
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Inductance DC Resistance Temperature Rise DC Saturation
Parts No. 105992 EiRigEn Current  *4 Current %3
HBRES Typ. Max. BELER EREE
[uH] [mQ] [mQ] HAER [A] HARER [A]
LCMCO0530-R10NC 0.10%=30% 25 3.0 23.0 217.0
LCMC0530-R22MC 0.22+20% 3.7 4.4 15.5 21.0
LCMC0530-R33MC 0.33%+20% 43 5.0 14.0 18.0
LCMC0530-R47MC 0.47%20% 6.4 1.4 12.0 16.0
LCMC0530-R68MC 0.68+20% 10.0 12.0 8.5 14.0
LCMC0530-1ROMC 1.0=20% 13.0 14.0 7.0 11.0
LCMC0530-1R2MC 1.2+20% 14.0 16.0 6.5 11.0
LCMC0530-1R5MC 1.5=20% 16.0 25.0 6.0 10.0
LCMC0530-2R2MC 2.2%+20% 25.0 35.0 5.5 9.0
LCMC0530-3R3MC 3.3+20% 32.0 38.0 5.0 8.0
LCMC0530-4R7MC 4.7+20% 50.0 60.0 4.6 6.0
LCMC0530-5R6MC 5.6+20% 55.0 63.0 43 45
LCMC0530-6R8MC 6.8+20% 68.0 76.2 4.0 43
LCMC0530-100MC 10+20% 110.0 128.0 2.8 40
LCMC0530-150MC 15+20% 165.0 220.0 2.1 3.0
LCMC0530-180MC 18+20% 195.0 230.0 20 2.3
LCMC0530-220MC 22+20% 220.0 250.0 1.9 1.7
LCMC0530-330MC 33+20% 380.0 440.0 1.6 1.6

105952 M. 100kHz, 1V.
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*1 Inductance is measured at 100kHz, 1V.
*2 Measured at ambient temperature 25°C.
*3 DC Current based upon -30% inductance reduction from the inithal value.
*4 DC Current based upon 40°C temperature rise.
*5 Rated current is either the saturation current or
the temperature rise current depending on which value is lower.
*6 Operating temperature is -55~+125°C(includes coil heating).

X This specification might be changed without notice due to product improvements, etc. Thank you for your understanding.
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